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(57) Abstract: The invention relates to a method for the production of a web of tissue (103), wherein said web of tissue (103) is 
guided through at least one drying cylinder (101), the web being scraped from said cylinder with a creping blade (104) and then 
wound using a winding device (105). In order to improve the quality of the tissue and the runability, the web of tissue (103) is 
supported on one side at least to a large extent over the entire distance between the creping blade (104) and the winding device (105) 
O by a transfer means (109) so that at most only a short section of the web (1 13) is available while the other side of the web is free. 
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PCT -Gazette verwiesen. 



(57) Zusammenfassung: Verfahren zur Herstellung einer Tissuebahn 103, bei welchem die Tissuebahn 103 iiber mindestens einen 
Trockenzylinder 101 gefiihrt, mit einem Kreppschaber 104 von diesem abgeschabt und anschlieBend mittels einer Aufwickelvorrich- 
tung 105 aufgewickeltwird, wobei zur Verbesserung der Ussuequalitat und der Runability die Tissuebahn 103 zumindest weitgehend 
liber die gesamte Strecke zwischen Kreppschaber 104 und Aufwickelvorrichtung 105 einseitig durch ein Transfermittel 109 unter- 
stlitzt wird, so dass allenfalls ein nur kurzer freier Bahnzug 1 13 vorhanden ist, wahrend ihre andere Seite frei ist 



